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STAGE 1A

CONSTRUCTION STAGING PLAN

SHEET    OF    SHEETS STA.          TO STA.           

-

-

-

-

   

   

   

   

-

-

-

-

   

   

   

   Default

**

**
**

*

**

*

**
**

**

TO 2.61%

VAR. 1.5%

TO 2.61%

VAR. 1.5%

**

** **

1.0’1.0’

**

11’ & VARIES 11’ & VARIES

**

**

2.5’ & VAR.

***

***

TRANSITION #1

TEMPORARY

PROP. \

TRANSITION #1

TEMPORARY

PROP. \

TRANSITION #1

TEMPORARY

PROP. \

5

LEGEND

LIME MODIFICATION)

(SEE GEOTECHNICAL REPORT FOR DEPTH OF PROPOSED

PROCESSING LIME MODIFIED SOILS (12" MIN.)

9

10 HOT-MIX ASPHALT SHOULDERS, 8"

11 AGGREGATE SHOULDERS, TYPE B

4 HOT-MIX ASPHALT BINDER COURSE, N90, IL-19.0, 9"

11 10 5 1110949

1110910 5 9411

10 49 511

PGL

PGL

PGL

PROPOSED TEMP. TRANSITION #1 TANGENT TYPICAL SECTION

PROPOSED TEMP. TRANSITION #1 SUPERELEVATED TYPICAL SECTION 

PROPOSED TEMP. TRANSITION #1 WIDENING TYPICAL SECTION

22

22

22

2 MAINTAIN TRAFFIC ON EXISTING U.S. 4516

15
16

1

PCC PAVEMENT, 14"

EXISTING HOT-MIX ASPHALT RESURFACED1

1615

16 1

16

1

REMOVAL

15

(SEE STAGE 1A MOT SHEETS FOR TYPE)

TEMPORARY ~ PAVEMENT MARKING

16

LINE 4" (SOLID WHITE)

TEMPORARY PAVEMENT MARKING

IN STAGE 1A

PLACING LANES UNDER TRAFFIC

TO BE CONSTRUCTED BEFORE

16 15

10

16
14

23

AND WEEKENDS.

OPERATIONS ARE PRESENT AT THE END OF EACH WORK DAY

WIDENING ALONG THE EDGE OF PAVEMENT WHEN NO WORK

TRAFFIC CONTROL DEVICES SHALL BE PLACED IN THE23

TO BE USED:  STA. 1678+00 TO 1681+07.18 (TEMP. TRANS. 1) = STA. 678+00 TO 681+07.18 (~ U.S. 45)

TO BE USED:  STA. 1681+07.18 TO 1689+81.87 (TEMP. TRANS. 1) = STA. 681+07.18 TO 689+75.23 (~ U.S. 45)

TO BE USED:  STA. 1689+81.87 TO 1693+58.01 (TEMP. TRANS. 1) = STA. 689+75.23 TO 693+50.97 (~ U.S. 45)

STA. 1678+00 TO 1678+60.00 TEMP. TRANS. 1 (STA. 678+00 TO 678+60.00 ~ U.S. 45)

SHOULDER TREATMENT VARIES FROM 10’ HMA TO 4’ HMA & 2’ AGG.

STA. 687+99.11 TO STA. 694+92.56 ~ U.S. 45

SUB-BASE GRANULAR MATERIAL TYPE "C"


